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Egyptian Regulations

Table (4-2) Egyptian Environmental Requirements

Parameter

(mg/l unless otherwise noted)
Law 4/94

Discharge in Coastal Environment
Law 93/62

Discharge to Sewer System (as modified by Decree 44/2000)
Law 48/82

Discharge into




Underground Reservoir & Nile Branches/Canals
Nile

(Main Stream)
Non potable surface water






Municipal
Industrial

BOD5 (5 day, 20oC)
60
600
20
30
60
60

COD (Permanganate)
-
-
10
15
40
50

COD (Dichromate)
100
1100
30
40
80
100

pH (units)
6-9
6-9.5
6-9
6-9
6-9
6-9

Oil & Grease
15
100
5
5
10
10

Temperature (deg.)
10oC > avg. temperature of receiving body
43
35
35
35
35

Total Suspended Solids
60
800
30
30
50
60

Settleable Solids (ml/l)
-
After 10 min: 8 cm

After 30 min: 15 cm3
-
-
-
-

Total Dissolved Solids
2000
-
800
1200
2000
2000

PO4
5
25
1
1
-
10

NH3-N (Ammonia)
3
-
-
-
-
-

NO3-N (Nitrate)
40
100
30
30
50
40

Total Recoverable Phenol
1
0.05
0.001
0.002
-
0.005

Fluoride
1
-
0.5
0.5
-
0.5

Sulfide
1
10
1
1
1
1

Chlorine
-
-
1
1
-
-

Surfactants
-
-
0.05
0.05

-

Probable counting for the colon group in 100 cm3
5000
-
2500
2500
5000
5000

Parameter

(mg/l unless otherwise noted)
Law 4/94

Discharge in Coastal Environment
Law 93/62

Discharge to Sewer System (as modified by Decree 44/2000)
Law 48/82

Discharge into




Underground Reservoir & Nile Branches/Canals
Nile

(Main Stream)
Non potable surface water






Municipal
Industrial

Aluminum
3
-
-
-
-
-

Arsenic
0.05
2
0.05
0.05
-
-

Barium
2
-
-
-
-
-

Beryllium
-
-
-
-
-
--

Boron
-
1
-
-
-
-

Cadmium
0.05
0.2
0.01
0.01
-
-

Chromium
1
-
-
-
Total concentration for these metals should be: 

1 for all flow streams

Chromium Hexavalent
-
0.5
0.05
0.05


Copper
1.5
1.5
1
1


Iron
1.5
-
1
1


Lead
0.5
1
0.05
0.05



Manganese
1
-
0.5
0.5



Mercury
0.005
0.2
0.001
0.001
-
-

Nickel
0.1
1
0.1
0.1

-

Silver
0.1
0.5
0.05
0.05
-
-

Tin
-
2
-
-
-
-

Zinc
5
-
1
1

-

Cyanide
0.1
0.2
-
-
-
0.1

Total Metals
-
5
1
1
1
1

Pesticides
0.2
Should be absent
Should be absent
Should be absent
Should be absent
Should be absent

Color
Should be absent
-
Should be absent
Should be absent
Should be absent
Should be absent
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